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Hangzhou Hengyi Technology Co.,ltd

Address: Floor 5, Building 4, Haizhi Center, Cangqian Sub-district, Yuhang District,Hangzhou,Zhejiang, China

Contact:008613819465032

Email:sheila@hengyitek.com

Pigment Red 112-01

Product Introduction:
Color Index:C.I. Pigment Red 112
C.I. No.: 12370
CAS No.: 6535-46-2
EC No.: 229-440-3
Chemical Family:Naphthol AS

Features:
• Medium shade red pigment
• Semi-transparent
• Low viscosity
• Good light and weather fastness

Technical Data :

Appearance : Red powder Average particle size (nm): 200

Specific surface (m2/g) : 25 Oil absorption (g/100g) : 50-60

Fastness Properties

Light (Full shade) :6-7 Water : 5

Light (Reduced tinting) : 6 Weather : 3

Heat stability (10min) : ≦180℃ Butyl acetate : 2-3

Acid : 5 Butanol : 3~4

Alkali : 5 White spirit : 4

Applications:
Highly recommended UV curing(offset and flexo ink),NC ink, Water based ink, cold
set ink, heat set ink, sheet fed ink;Solvent based decorative paints, wood coatings,
solvent based industrial paints, water based decorative paints, water based
decorative paints, textile printing.

Package:25kg/s bag;7-8mt/20'FCL with pallets

https://www.hengyitek.com/product/pigment-red-112/
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