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Hangzhou Hengyi Technology Co.,ltd

Adress: Floor 5, Building 4, Haizhi Center, Cangqian Sub-district, Yuhang District,Hangzhou,Zhejiang, China

Contact:008613819465032

Email:sheila@hengyitek.com

Pigment Red 57:1 01

Product Introduction:
Color Index Pigment Red 57:1
C.I. No:15850:1
CAS No: 5281-04-9
EC No:226-109-5
Chemical Family:BONA, Ca Lake

Features:
• Blue shade
• High transparent, high gloss
• High strength
• Very good rheological properties

Technical Data :

Appearance : Red powder Bulk volume (l/kg) : /

Density: 1.58 Average particle size (nm): 110

Specific surface (m2/g) :65 Oil absorption (g/100g) : 60-70

Fastness Properties

Light (Full shade) : 4 Water : 2

Light (Reduced tinting) : 3-4 Etanol :4

Heat stability (10min) :≧ 160℃ Ethyl acetate : 4-5

Acid : 2 Toluene : 4

Alkali : 2-3 Parrafine: 5

Applications:
Recommended for NC ink, UV curing Ink(flexo),UV curing ink(offset),Sheet fed ink,
heat set ink, coldset ink, water based ink,silkscreen ink, Metal decorative ink;

Package:25kgs/ bag;
7-8mt/20'FCL with pallets

https://www.hengyitek.com/product/pigment-red-571/
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